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TECHNICAL SPECIFICATIONS

• Slim design saves space, ideal in multiple reel installs

• Fitted with 6mm x 15m x i.d. high pressure hose

• Operating pressure up to 34,500kPa (5,000psi)

• ¼” BSP (F) reel inlet and ¼” BSP (M) hose outlet

• Weight: 28kg

• Wall mounting bracket included with reel

TECHNICAL SPECIFICATIONS

• Suits longer hose demands in medium/large workshops

• Fitted with 6mm x 15m i.d. SAE 100 R2 rubber hose

• Operating pressure up to 34,500kPa (5,000psi)

• ¼” BSP (F) reel inlet and ¼” BSP (M) hose outlet

• Weight: 27.6kg

• Hose guide and arm positions can be altered to suit
various mountings

TECHNICAL SPECIFICATIONS

• Heavy duty reel ideal in truck mount & mine applications

• Fitted with 6mm x 15m i.d. hose

• Operating pressure up to 34,500 kPa (5,000 psi)

• ¼” BSP (F) reel inlet and ¼” BSP (M) hose outlet

• Wall/floor mounting bracket integral to the reel design

GREASE REELS

ENCLOSED GREASE REEL 
6MM X 15M
EMG0615-01

SINGLE PEDESTAL GREASE REEL 
6MM X 15M
MGS0615-01

TWIN PEDESTAL GREASE REEL 
6MM X 15M
MGTP0615-01
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