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PB50-425-680TGD 13 95 110 Dual 552 426 378 300 743 672 816 778 425 406 250 376 200

PB50-525-680TGD 16 125 140 Dual 652 526 378 300 743 772 916 778 425 506 250 476 200

PB50-575-680TGD 19 135 150 Dual 702 576 378 300 743 822 966 778 425 556 250 526 200

PB50-425-805TGD 22 115 130 Dual 552 426 378 300 870 672 816 860 455 406 250 376 200

PB50-525-805TGD 28 145 160 Dual 652 526 378 300 870 772 916 860 455 506 250 476 200

PB50-575-805TGD 32 155 170 Dual 702 576 378 300 870 822 966 860 455 556 250 526 200

Pit Bull™ Series 150 
To handle single 1½” - 2” I.D. hose

Features
• 2” female NPT threads
• Pressures to 41 bar/600 PSI
• Temperatures from -51ºc to +79ºc
• Full flow hub
• Stainless steel fasteners
• Stainless steel hose guide •
• Standard full flow 90º swivel inlet/outlet

Used For
• Fuel delivery
• Oil & waste

evacuation
• High flow delivery

Ordering Example:  
Hydraulic rewind reel to handle 10 metres of 2”i.D. 
Hose with TG dual guide arm order as follows: 
HPB50-355-650 TGD-0.6K

*** w, x, y and z indicate mounting holes

Notes 
1. Specifications subject to change without notice.
2. Other sizes, from standard components, available

upon request.
3. Weights shown in table are for air rewind models.

ADD (kgs): Hydraulic & Electric 1.4 kg
4. Specify if evacuation/suction application prior
5. When ordering, prefix model number with:

A = Air  E = Electric  H = Hydraulic
6. Be sure to check dimensions and weights prior to

ordering.

Air motor must have filtered / lubricated air supply.  
Install reel in attitude to prevent water penetration of 
air motor exhausts.

Flexible Connectors must be fitted between supply 
line to hose reel inlet swivel joint.

**Specify if evacuation suction application prior

Direct Drive - Air, Electric or Hydraulic


